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DS6204
52.247-4517 LOCAL
PALLETIZATION INSTRUCTION (MAR 1992)

 
Palletization shall be in accordance with -1-, revision -2-, dated -3-.

(End of clause)
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DS6302
52.211-4507 LOCAL
PACKAGING REQUIREMENTS - PRESERVATION (OCT 1998)

 


(a) The preservation shall be in accordance with the codes of MIL-STD 2073-1, Standard Practice for Military Packaging, revision -1-, dated -2-. The unit pack quantity shall be -3-. Packing Level -4- is required. 

MIL-STD-2073-1 TABLE

 

J.I      J.II    J.III   J.IV    J.V     J.VI    J.VII    J.VIII    J.IX    J.X                  

-5-      -6-      -7-     -8-    -9-     -10-     -11-     -12-    -13-    -14-

LEGEND:

    TABLE J.I

- Preservation Method

    TABLE J.II

- Cleaning 

    TABLE J.III
- Contact Preservation

    TABLE J.IV
- Wrapping Material

    TABLE J.V
- Cushioning/Dunnage 

    TABLE J.VI
- Thickness of Cushioning

    TABLE J.VII
- Unit Container

    TABLE J.VII
- Intermediate Container

    TABLE J.IX
- Packing Requirements

    TABLE J.X

- Special Marking

 


(b) Marking shall be in accordance with MIL-STD-129, Standard Practice for Military Marking, revision -15-, dated -16.  Bar code requirements apply.  When lot numbering is required, no more than one lot shall be packaged in an outer shipping container. 

EXCEPTION: -17-

 (End of clause)
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DS6303
52.211-4508 LOCAL
PACKAGING REQUIREMENTS (JUL 1997)


(a) Packaging shall be in accordance with -1- revision -2-, dated -3-. 


(b) When lot numbering is required, no more than one lot shall be packaged in an outer shipping container. 


(c) Marking shall be in accordance with -4-. 

EXCEPTION:  -5-.

(End of clause)

TOP 



DS7203
52.247-4521 LOCAL
UNITIZATION/PALLETIZATION (MAR 1988)

 


(a) Shipments of identical items going to the same destination shall be palletized if they have a total cubic displacement of 50 cubic feet or more, unless skids or other forklift handling features are included on the containers.  Pallet loads must be stable, and to the greatest extent possible, provide a level top for ease in stacking. 


(b) A palletized load shall not exceed 4,000 pounds and should not exceed 52 inches in length or width, or 54 inches in height.  When the item being palletized is ammunition/explosive, at least one of the horizontal dimensions must be less than 47 inches.  When level A packaging is required, a four-way entry pallet or pallet box, shall be used.  All pallet loads shall contain the load in a manner that will permit safe, multiple rehandling during storage and shipment.

 (End of clause)
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